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Site Data                             required                 proposed  
 
1. Site Area (existing)      36,127.02  sf 
2. Lot Area/unit (minimum)       3,000sf/unit                    xxx 

36,127.02sf/ 3,000sf  =                          12 units               9 units  
3. Front Yard Setback (average within 200’)   16.50’                           16.67’ 
4. Rear Yard Setback           20’           20’ 
5. Side Yard Setback (R8 corner)      10’.0’        10.0’ 
6. Building Height        30.0’        30.0’ 
7. Stories            2.5          2.5 
8. Parking           2cars/unit                       2cars/unit 
9. Screenwall (retaining)         6’ masonry         6’ masonry 

 10.! Private open space (Terrace)!! ! ! 180 sf! ! ! 180 sf

8 units

SCALE: 1"   = 20'
Site Plan

0 10' 20' 40'

SCALE: 1/4"   =    1'-0"
Location Map

Brown looking WestSouthfield looking East

Watkins looking SouthSouthfield looking North

Site
525 Southfield Road

Zoned:
R-8 (attached single-family
residential)
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General Note

1.  SEE SCHEDULE FOR LUMINAIRE MOUNTING HEIGHT.

2.  SEE LUMINAIRE SCHEDULE FOR LIGHT LOSS FACTOR.

3.  SITE CALCULATIONS ARE TAKEN AT: 0' - 0" ABOVE GRADE

THE ENGINEER AND/OR ARCHITECT MUST DETERMINE APPLICABILITY OF THE LAYOUT

TO EXISTING / FUTURE FIELD CONDITIONS.  THIS LIGHTING LAYOUT REPRESENTS ILLUMINATION LEVELS

CALCULATED FROM LABORATORY DATA TAKEN UNDER CONTROLLED CONDITIONS IN ACCORDANCE WITH

ILLUMINATING ENGINEERING SOCIETY APPROVED METHODS.  ACTUAL PERFORMANCE OF ANY MANUFACTURER'S

LUMINAIRE MAY VARY DUE TO VARIATION IN ELECTRICAL VOLTAGE, TOLERANCE IN LAMPS, AND OTHER

VARIABLE FIELD CONDITIONS.  MOUNTING HEIGHTS INDICATED ARE FROM GRADE AND/OR FLOOR UP.

THESE LIGHTING CALCULATIONS ARE NOT A SUBSTITUTE FOR INDEPENDENT ENGINEERING

ANALYSIS OF LIGHTING SYSTEM SUITABILITY AND SAFETY.  THE ENGINEER AND/OR ARCHITECT

IS RESPONSIBLE TO REVIEW FOR MICHIGAN ENERGY CODE AND

LIGHTING QUALITY COMPLIANCE.
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Statistics

Description Symbol Avg Max Min Max/Min Avg/Min Avg/Max

LOWER LEVEL DRIVEWAY 0.5 fc 1.4 fc 0.1 fc 14.0:1 5.0:1 0.4:1

SITE 0.9 fc 10.0 fc 0.0 fc N/A N/A 0.1:1

UNIT #1 ENTRY 9.1 fc 9.3 fc 8.8 fc 1.1:1 1.0:1 1.0:1

UNIT #1 TERRACE 0.2 fc 0.4 fc 0.0 fc N/A N/A 0.5:1

UNIT #2 ENTRY 9.1 fc 9.3 fc 8.8 fc 1.1:1 1.0:1 1.0:1

UNIT #2 TERRACE 0.2 fc 0.4 fc 0.0 fc N/A N/A 0.5:1

UNIT #3 ENTRY 9.1 fc 9.2 fc 9.0 fc 1.0:1 1.0:1 1.0:1

UNIT #3 TERRACE 0.2 fc 0.4 fc 0.0 fc N/A N/A 0.5:1

UNIT #4 ENTRY 9.3 fc 9.3 fc 9.3 fc 1.0:1 1.0:1 1.0:1

UNIT #4 TERRACE 0.2 fc 0.4 fc 0.0 fc N/A N/A 0.5:1

UNIT #5 ENTRY 9.3 fc 9.4 fc 9.3 fc 1.0:1 1.0:1 1.0:1

UNIT #5 TERRACE 0.2 fc 0.4 fc 0.0 fc N/A N/A 0.5:1

UNIT #6 ENTRY 9.1 fc 9.3 fc 8.9 fc 1.0:1 1.0:1 1.0:1

UNIT #6 TERRACE 0.2 fc 0.4 fc 0.0 fc N/A N/A 0.5:1

UNIT #7 ENTRY 9.1 fc 9.3 fc 8.8 fc 1.1:1 1.0:1 1.0:1

UNIT #7 TERRACE 0.2 fc 0.4 fc 0.0 fc N/A N/A 0.5:1

UNIT #8 ENTRY 9.0 fc 9.3 fc 8.7 fc 1.1:1 1.0:1 1.0:1

UNIT #8 TERRACE 0.2 fc 0.4 fc 0.0 fc N/A N/A 0.5:1

Schedule

Symbol Label QTY Manufacturer
Catalog

Number
Description Lamp

Number

Lamps
Filename

Lumens

per Lamp
LLF Wattage

A1
27 BEGA BOOM 1183 3000K LED WALL

LUMINAIRE

LED 1 BOOM1183.ies 257 0.9 10

A2
8 BEGA BOOM 1183 3000K LED WALL

LUMINAIRE

LED 1 BOOM1183.ies 257 0.9 10

B

9 BEGA 84 120 3000K LED POLE-TOP

LUMINAIRE

LED 1 84120.ies 2228 0.9 39

C

8 Gotham

Architectural

Lighting

EVO 30/07

4AR WD LS

DOWNLIGHT 3000K CCT,

700LM, 4IN CLEAR, WIDE

DIST, SPECULAR FINISH

LED 1 EVO_30_07_4

AR_WD_LS.ies
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Plan View

Scale - 1" = 12ft

Drawing Note

THIS DRAWING WAS GENERATED FROM AN ELECTRONIC

IMAGE FOR ESTIMATION PURPOSE ONLY. LAYOUT TO BE

VERIFIED IN FIELD BY OTHERS.



General Note

1.  SEE SCHEDULE FOR LUMINAIRE MOUNTING HEIGHT.

2.  SEE LUMINAIRE SCHEDULE FOR LIGHT LOSS FACTOR.

3.  LOWER LEVEL DRIVEWAY CALCULATIONS ARE TAKEN AT: 10' - 0" BELOW GRADE

THE ENGINEER AND/OR ARCHITECT MUST DETERMINE APPLICABILITY OF THE LAYOUT

TO EXISTING / FUTURE FIELD CONDITIONS.  THIS LIGHTING LAYOUT REPRESENTS ILLUMINATION LEVELS

CALCULATED FROM LABORATORY DATA TAKEN UNDER CONTROLLED CONDITIONS IN ACCORDANCE WITH

ILLUMINATING ENGINEERING SOCIETY APPROVED METHODS.  ACTUAL PERFORMANCE OF ANY MANUFACTURER'S

LUMINAIRE MAY VARY DUE TO VARIATION IN ELECTRICAL VOLTAGE, TOLERANCE IN LAMPS, AND OTHER

VARIABLE FIELD CONDITIONS.  MOUNTING HEIGHTS INDICATED ARE FROM GRADE AND/OR FLOOR UP.

THESE LIGHTING CALCULATIONS ARE NOT A SUBSTITUTE FOR INDEPENDENT ENGINEERING

ANALYSIS OF LIGHTING SYSTEM SUITABILITY AND SAFETY.  THE ENGINEER AND/OR ARCHITECT

IS RESPONSIBLE TO REVIEW FOR MICHIGAN ENERGY CODE AND

LIGHTING QUALITY COMPLIANCE.

5
2
5
 S

O
U

T
H

F
IE

L
D

 R
O

A
D

P
H

O
T
O

M
E
T
R
IC

 S
IT

E
 P

L
A
N

P
R
E
P
A
R
E
D

 F
O

R
: 

C
H

R
IS

T
O

P
H

E
R
 J

. 
L
O

N
G

E
 A

IA
, 

A
R
C
H

IT
E
C
T
U

R
E
 &

 I
N

T
E
R
IO

R
S

G
A
S
S
E
R
 B

U
S
H

 A
S
S
O

C
IA

T
E
S

 

W
W

W
.G

A
S
S
E
R
B
U

S
H

.C
O

M

Designer

JM/KB

Date

11/21/2017

Scale

Not to Scale

Drawing No.

#17-81838-V1

2 of 2

Statistics

Description Symbol Avg Max Min Max/Min Avg/Min Avg/Max

LOWER LEVEL DRIVEWAY 0.5 fc 1.4 fc 0.1 fc 14.0:1 5.0:1 0.4:1

SITE 0.9 fc 10.0 fc 0.0 fc N/A N/A 0.1:1

UNIT #1 ENTRY 9.1 fc 9.3 fc 8.8 fc 1.1:1 1.0:1 1.0:1

UNIT #1 TERRACE 0.2 fc 0.4 fc 0.0 fc N/A N/A 0.5:1

UNIT #2 ENTRY 9.1 fc 9.3 fc 8.8 fc 1.1:1 1.0:1 1.0:1

UNIT #2 TERRACE 0.2 fc 0.4 fc 0.0 fc N/A N/A 0.5:1

UNIT #3 ENTRY 9.1 fc 9.2 fc 9.0 fc 1.0:1 1.0:1 1.0:1

UNIT #3 TERRACE 0.2 fc 0.4 fc 0.0 fc N/A N/A 0.5:1

UNIT #4 ENTRY 9.3 fc 9.3 fc 9.3 fc 1.0:1 1.0:1 1.0:1

UNIT #4 TERRACE 0.2 fc 0.4 fc 0.0 fc N/A N/A 0.5:1

UNIT #5 ENTRY 9.3 fc 9.4 fc 9.3 fc 1.0:1 1.0:1 1.0:1

UNIT #5 TERRACE 0.2 fc 0.4 fc 0.0 fc N/A N/A 0.5:1

UNIT #6 ENTRY 9.1 fc 9.3 fc 8.9 fc 1.0:1 1.0:1 1.0:1

UNIT #6 TERRACE 0.2 fc 0.4 fc 0.0 fc N/A N/A 0.5:1

UNIT #7 ENTRY 9.1 fc 9.3 fc 8.8 fc 1.1:1 1.0:1 1.0:1

UNIT #7 TERRACE 0.2 fc 0.4 fc 0.0 fc N/A N/A 0.5:1

UNIT #8 ENTRY 9.0 fc 9.3 fc 8.7 fc 1.1:1 1.0:1 1.0:1

UNIT #8 TERRACE 0.2 fc 0.4 fc 0.0 fc N/A N/A 0.5:1
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Symbol Label QTY Manufacturer Catalog Number Description Lamp
Number

Lamps
Filename

Lumens

per Lamp
LLF Wattage

A1
27 BEGA BOOM 1183 3000K LED WALL

LUMINAIRE

LED 1 BOOM1183.i

es

257 0.9 10

A2
8 BEGA BOOM 1183 3000K LED WALL

LUMINAIRE

LED 1 BOOM1183.i

es

257 0.9 10

B

9 BEGA 84 120 3000K LED POLE-

TOP LUMINAIRE

LED 1 84120.ies 2228 0.9 39

C

8 Gotham

Architectural

Lighting

EVO 30/07 4AR WD LS DOWNLIGHT 3000K

CCT, 700LM, 4IN

CLEAR, WIDE DIST,

SPECULAR FINISH

LED 1 EVO_30_07_

4AR_WD_LS.

ies
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Drawing Note

THIS DRAWING WAS GENERATED FROM AN ELECTRONIC

IMAGE FOR ESTIMATION PURPOSE ONLY. LAYOUT TO BE

VERIFIED IN FIELD BY OTHERS.
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Ashbery is a trio of lights that brings together advanced LED technology and optics with 

an homage to traditional-style lights that have a special place in the American lexicon. 

The pedestrian light is offered in 12’, 14’, and 16’ heights and is ideal for campuses, parks 

and plazas, helping to create public spaces that are usable 24 hours a day. Options include 

single luminaires or a double-mount option for dual luminaires, one on either side of the 

pole. Patent-pending glare control requires less eye adaptation, enabling lower light levels 

and lower energy use with excellent visual acuity, while tenon-mounted luminaires can be 

retrofitted in the field. Cast aluminum parts in a full color palette are finished with Landscape 

Forms proprietary Pangard II® HAPS, VOC, lead-free polyester powdercoat. 

ASHBERY PEDESTRIAN LIGHT

General Description
• Available in single or double pole mounted configurations

• Offered in 3 standard pole heights (12', 14', and 16')

• Optional ANSI136.41 7-pin twist lock receptacle

• Mounting template and anchor hardware included

• International Dark-Sky approved

• UL Listed, suitable for wet locations

Electrical
Surge protected 100V-277V 50/60 Hz, Class 2 LED dimmable driver.
LED cartridge with weatherproof quick disconnect provides ease of 
installation and serviceability. Ashbery ships prewired.

Pedestrian Type 3
Type 3 Distribution

Lamp: 6 Cree XHP50 LEDs

CCT: 3000K, 3500K, 4000K

L70: >100,000 hrs

Drive Current: 1000mA

Optic: Carclo Optics

Lens: Diffused Acrylite®

Power Supply: 100V-277V

LED Driver: TRP PLED-50W

Dimmable: 0-10V

BUG Rating: B1 U1 G1

IP Rating: IP66 for LED Cartridge

page 1 of 4

Pedestrian Type 5
Type 5 Distribution

Lamp: 12 Cree XHP50 LEDs

CCT: 3000K, 3500K, 4000K

L70: >100,000 hrs

Drive Current: 1000mA

Optic: Carclo Optics

Lens: Diffused Acrylite®

Power Supply: 100V-277V

LED Driver: TRP PLED-96W

Dimmable: 0-10V

BUG Rating: B2 U1 G1

IP Rating: IP66 for LED Cartridge

Ashbery Pedestrian Type 3

Vertical Plane Through 25 ° Lateral Lateral Cone Through 42.5 ° Vertical

Candela

Zonal Lumen Summary

55-60 196.4 9.5% 115-120 1.2 0.1% 175-180 0.0 0.0%
50-55 204.6 9.9% 110-115 1.6 0.1% 170-175 0.0 0.0%
45-50 202.9 9.8% 105-110 2.0 0.1% 165-170 0.0 0.0%

0.0 0.0%
40-45 191.5 9.3% 100-105 1.9 0.1% 160-165 0.0 0.0%

1.8 0.1% 155-160
30-35 148.9 7.2% 90-95 2.0 0.1% 150-155 0.0 0.0%
25-30 121.9 5.9% 85-90 14.6 0.7% 145-150 0.0 0.0%
20-25 94.1 4.6% 80-85 47.9 2.3% 140-145 0.1 0.0%
15-20 66.7 3.2% 75-80 84.4 4.1% 135-140 0.3 0.0%
10-15 38.7 1.9% 70-75 120.9 5.8% 130-135 0.4 0.0%
5-10 14.3 0.7% 65-70 153.4 7.4% 125-130 0.8 0.0%
0-5 2.3 0.1% 60-65 179.0 8.7% 120-125 1.1 0.1%

Zone Lumens % of Luminaire Zone Lumens % of Luminaire Zone Lumens % of Luminaire

Test Number 1249071 - Page 6 of 8

35-40 172.7 8.4% 95-100

907.2Maximum Intensity (Candlepower):
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Maximum Plane and Cone Plots of Candela 

Max Intensity:
907 cd

Vertical Plane
25° Lateral

Lateral Cone
42.5° Vertical

2fc

.5fc

.1fc

Grid spacing equals 
12ft mounting height

Vertical Plane Through 45 ° Lateral Lateral Cone Through 40 ° Vertical

Candela

Zonal Lumen Summary

55-60 374.8 9.6% 115-120 1.1 0.0% 175-180 0.0 0.0%
50-55 389.8 9.9% 110-115 1.3 0.0% 170-175 0.0 0.0%
45-50 385.3 9.8% 105-110 1.7 0.0% 165-170 0.0 0.0%

0.0 0.0%
40-45 362.5 9.2% 100-105 1.6 0.0% 160-165 0.0 0.0%

1.6 0.0% 155-160
30-35 280.3 7.1% 90-95 2.3 0.1% 150-155 0.0 0.0%
25-30 228.7 5.8% 85-90 29.2 0.7% 145-150 0.0 0.0%
20-25 176.3 4.5% 80-85 93.8 2.4% 140-145 0.1 0.0%
15-20 124.6 3.2% 75-80 163.2 4.2% 135-140 0.2 0.0%
10-15 73.4 1.9% 70-75 232.1 5.9% 130-135 0.3 0.0%
5-10 27.5 0.7% 65-70 294.1 7.5% 125-130 0.7 0.0%
0-5 4.4 0.1% 60-65 342.4 8.7% 120-125 1.0 0.0%

Zone Lumens % of Luminaire Zone Lumens % of Luminaire Zone Lumens % of Luminaire

Test Number 1249070 - Page 6 of 8

35-40 326.0 8.3% 95-100

1093.3Maximum Intensity (Candlepower):
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Ashbery Pedestrian Type 5
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ASHBERY PEDESTRIAN LIGHT
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37 3/8"  
936 mm

19 7/8"    
505 mm

Weight: 55 lbs
EPA: 2.57 ft2   

42 3/8"  
1075 mm

49 7/8"  
1268 mm

Weight: 115 lbs
EPA: 5.45 ft2

LED Element
2000K CCT



To Order Ashbery Pedestrian Luminaire
Specify in order: Product, Lamp, Drive Current, Color Temperature, Input Voltage, Center Element, Connection, Optional Twist Lock Receptacle and Powdercoat Color.

EXAMPLE: AP – 206L3 – 100F – 35K / UV1 – 20K – P2 – TW1 – Powdercoat Color

Product Data Sheet
ASHBERY PEDESTRIAN LIGHT
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Lamp

206L3
( 6 LED Type 3 )

212L5
( 12 LED Type 5 )

Product

AP
ASHBERY

Color Temp.

 
40K ( 4000K )

35K ( 3500K )

30K ( 3000K ) 

Input Voltage

UV1
( 100-277VAC )

Twist Lock*

NTW
( No Twist Lock )

TW1
( Twist Lock )

Drive Current

100F
( 1000 mA )

Center Element

20K
( 2000K )

Connection

P2
( Single Tenon )

CC1
( Arm Mount )

If luminaire is specified with CC1 (Arm Mount), 

specify optional Twist Lock Receptacle with pole.

*

To Order Ashbery Pedestrian Aluminum Pole
Specify in order: Product, Height, Connection, Pole Diameter, Base Cover, optional Twist Lock Receptacle and Powerdoat Color.

EXAMPLE: AP – 14 – P2 – 4 – CVR – Powdercoat Color

Base

NUT
( Nut Covers )

CVR
( Cover Plate )

Height

 
12 ( 144in )

14 ( 168in )

16 ( 192in ) 

Connection

P2
( Single Tenon )

Product

AP
ASHBERY

Pole Diameter

4
( 4 inches )

S
in

g
le

 L
um

in
ai

re

Twist Lock

To be specified 
with luminaire.

Pole Diameter

5
( 5 inches )

Product

AP
ASHBERY

Height

 
12 ( 144in )

14 ( 168in )

16 ( 192in ) 

Connection

2CC1
( Dual Arm )

Base

NUT
( Nut Covers )

CVR
( Cover Plate )

Twist Lock

NTW
( No Twist Lock )

TW1
( Twist Lock )

D
o

ub
le

 L
um

in
ai

re

Twist Lock location 
Single Luminaire

Twist Lock location 
Double Luminaire



Finish
Pangard II®, offered exclusively by Landscape Forms, is a 19 step program of cleaning, priming, and powdercoating that resists rusting, chipping, peeling and fading to  
produce the finest metal finish available for site furniture and outdoor lighting. In addition, Pangard II® contains no heavy metals and is free of Hazardous Air Pollutants.

Warranty
LED lighting products are warranted for six years.

Other
UL Listed, RoHS Compliant, Dark-Sky Approved 
US Patent Pending

Ashbery is designed by Robert A.M. Stern Architects

LED Product Partner
3000K and warmer

RoHS
COMPLIANT
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ASHBERY PEDESTRIAN LIGHT
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Visit our landscapeforms.com for more information. Specifications are subject to change without notice.

Landscape Forms supports the Landscape Architecture Foundation at the Second Century level.

©2017 Landscape Forms, Inc. Printed in U.S.A.
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The NeoLiviano bench is a lyrical variation on NeoRomantico. Lighter in structure and form 
it has arms for extra comfort. Its slim profile coupled with a strong cast aluminum structure 
and wood slat seat and back make it versatile seating for both public and private spaces.

NEOLIVIANO

BACKED STYLE DEPTH WIDTH HEIGHT PRODUCT 
WEIGHT

24" 26.5" 24" 31" 47 lb

69" 26.5" 69" 31" 96 lb

118" 26.5" 118" 31" 155 lb

118" w/ center 
arm 26.5" 118" 31" 157 lb

BACKLESS STYLE DEPTH WIDTH HEIGHT PRODUCT 
WEIGHT

24" 19.5" 24" 17" 27 lb

59" 19.5" 59" 17" 51 lb

118" 19.5" 118" 17" 96 lb

page 1 of 1

Bench
• Benches are available backed or backless.

• Bench can be freestanding, surface mounted, or embedded.

• Supports come in an anodized finish with no color options.

• Center arm option available for 118" bench only.

• Available only in Jarrah—exterior or interior finishes.

Finishes 
• Anodized Aluminum Finish for Supports.

• Unfinished Exterior Woods.

• Interior Woods with LF-80 Finish.

Designed by Santa & Cole

Landscape Forms, Inc. |  800.521.2546  |  F 269.381.3455  |  7800 E. Michigan Ave., Kalamazoo, MI 49048

Visit our landscapeforms.com for more information. Specifications are subject to change without notice.

Landscape Forms supports the Landscape Architecture Foundation at the Second Century level.
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